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Restore Factory
Settings

Press and hold for five seconds to restore factory settings (including all lighting effects and
macros).

X After the settings are restored, a startup animation will run once to indicate that all settings
have been restored.

Open the default email box.

Open the default web browser/return to the home page.

YY" thermaltake
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My Computer

Open My Computer.

Open the system's built-in calculator.

Open the system's built-in multimedia player.
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Switching Lighting
Effects

Static:

(1). You can use Fn + F9 (red), F10 (green), and F11 (blue) to change the color of the lighting effect (F12 will display the blended color).
Pulse:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + F12 to switch between monochrome and random color modes.

(3). Under monochrome mode, Fn + F9 (red), F10 (green), and F11 (blue) can be used to adjust the color of the lighting effect (F12 will
display the blended color).

Wave:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + 1, &/, &, or = to change the direction of running lights.

(3). You can use Fn + F9 (red), F10 (green), and F11 (blue) to change the color of the lighting effect.

Spiral Rainbow:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + ¢ (counterclockwise) or - (clockwise) to switch the direction of running lights.

(3). You can use Fn + F9 (red), F10 (green), and F11 (blue) to change the color of the lighting effect.

Spectrum Cycling:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

Reactive:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + F12 to switch between monochrome and random color modes.

(3). Under monochrome mode, Fn + F9 (red), F10 (green), and F11 (blue) can be used to adjust the color of the lighting effect (F12 will
display the blended color).

Flow:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + F12 to switch between monochrome and random color modes.

(3). Under monochrome mode, Fn + F9 (red), F10 (green), and F11 (blue) can be used to adjust the color of the lighting effect (F12 will
display the blended color).

Ripple:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + F12 to switch between monochrome and random color modes.

(3). Under monochrome mode, Fn + F9 (red), F10 (green), and F11 (blue) can be used to adjust the color of the lighting effect (F12 will
display the blended color).

Raindrop:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(2). You can use Fn + F12 to switch between monochrome and random color modes.

(3). Under monochrome mode, Fn + F9 (red), F10 (green), and F11 (blue) can be used to adjust the color of the lighting effect (F12 will
display the blended color).

Snake Marquee:

(1). You can use Fn + F7 (slower) and F8 (faster) to adjust the speed of the lighting effect.

(3). You can use Fn + ¢ or -> to change the direction of running lights.

(4). You can use Fn + F12 to switch between monochrome and random color modes.

(5). Under monochrome mode, Fn + F9 (red), F10 (green), and F11 (blue) can be used to adjust the color of the lighting effect (F12 will

display the blended color).
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Decreasing the Speed
of Lighting Effects

Five different lighting effect speeds (the (1) g é indicator lights will flash when the speed

is set to the slowest setting).

Increasing the Speed
of Lighting Effects

—_

Five different lighting effect speeds (the | g é indicator lights will flash when the speed is

set to the fastest setting).

Adjust the brightness A L
of the red Iight Ten brightness level settings for the red light (the|o | © o indicator lights will flash when
the speed is set to the fastest setting).

XPress and hold for three seconds to clear the red value (once cleared, the |5 o éldicator
lights will flash at the same time).

09 )" thermaltake
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Adjust the brightness
of the green light

Ten brightness level settings for the green light (the (13 é é indicator lights will flash when

the speed is set to the fastest setting).

X Press and hold for three seconds to clear the green value (once cleared, the |, o | o
indicator lights will flash at the same time).

Adjust the brightness
of the blue light

T | A ¢
Ten brightness level settings for the blue light (the |lo | © © indicator lights will flash when
the speed is set to the fastest setting).

> Press and hold for three seconds to clear the blue value (once cleared, the |5 o | o
indicator lights will flash at the same time).

Can be used to switch between monochrome and random color modes for a specific lighting
effect.

X Under monochrome mode, this key serves as the mixed-color indicator.

YY" thermaltake
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Changing the Direction of Lighting Effects

You can switch the running direction of a specific lighting effect.

SWItChmg Profiles Up to six profiles can be saved. The current active profile is shown by the

f(\
[ pgup | | color displayed on the &:Z .

{Insert [ { Home |
[ P1]
N 7 (N __J N _J
+ : : : P1: Red, P2: Green, P3: Blue, "/: Yellow, P5: Purple, P6: Aquamarine.
i Delete T End i PgDn
[ P5 ] [Pé ]
A — | — N J

X The color statuses described above are only visible under Game Mode.
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On-the-Fly Macro
Recording

Macro Recording (only available under Game Mode):

(1). Press Fn + PrtSc to enter recording mode (the entire keyboard will light up and the Record button
will begin to flash).

(2). Press Fn + any key (excluding the Recording key) to specify a key to save the macro under (a red
light will appear after a slight delay; if you press Fn + the same key, a blue light will appear without a
delay). Once the key selection is completed, all lights on the keyboard will go out, and the Recording
key will change from flashing to constantly lit.

(3).Enter the sequence to be recorded (keys recorded will flash in aquamarine).

(4).After the sequence is entered, press Fn + PrtSc to exit recording mode (the light for the Recording
key will go off).

X This feature is only available under Game Mode.
> When a key has been designated for macro assignment, before any keystrokes are recorded, the key
assignment can be changed by pressing Fn + another key.

XWhile in recording mode, if the key's backlight is solid white, that means there is currently no macro
assigned to this key. If the key is solid green, that means a macro has been assigned to this key (as
shown in the following figure: the "A" key has a macro assigned to it).

LLE ]
= EEEE Bl EETETE III EENERES

005000 5 5 O

B 0 3 s I I e | 5 Y IDID
20 1 O EI_JU
0 ) O ] ) e P
I (] [ e

X Press and hold a key which has been assigned a macro for more than 3 seconds to erase the saved
macro.

| | T TOTTT IO

ke
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Area Backlight

Supports up to five presets: FPS1 ~ FPS2 ~ MMO ~ MOBA -~ RTS °

X All five presets listed above can be recorded and modified separately.

Recording Area
Backlight

Recording procedure (recording can only be activated while in Area Backlight Mode):
(1).Press Fn + ScLk to enter Area Backlight mode.

(2).Press Fn + Pause to enter Backlight Recording mode (the recording button will flash).
(3).Press Fn + F9 (red), F10 (green), and F11 (blue) to produce a desired color by mixing the
three colors together (F12 will display the blended color).

(4).Press the key in each display area in order (if you wish to change to another color, please
return to the previous step).

(5).Once completed, press Fn + Pause to exit Recording mode (the recording button will stop
flashing).

X When a key's backlight color is identical to the blended color shown by the F12 key, pressing
it will cancel the backlight color. If it is a different color, the color will be overwritten.
X Press and hold for five seconds to restore the area's preset light position and color value

(|3

A
®)

been restored).

é indicator lights will flash at the same time to indicate that the settings have

YY" thermaltake
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Switching WASD and
the Direction Keys

Switches the functions of WASD keys with the arrow keys.

1 A 4
Lock the entire keyboard (once activated, © o o indicator lights will flash at the same time
to indicate the current status).

When this key is lit up in white, this means it is in non-Game Mode. Once Game Mode is
activated, the indicator color will light up in the color specified in the setup profile.

X While not operating under Game Mode, all keys will function according to their preset values.

YY" thermaltake
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Full Keyboard

Brightness Adjustment | A total of five brightness levels are available for adjusting the brightness of the keyboard's
lighting effects.

X The first level completely disables the backlight for all keys.

Kev The Windows key can be replaced with the function of the Ctrl key.

X Before the key is locked, a white-colored light will turn on. After the key is locked, an
agquamarine-colored light will turn on.

Software Requirements:
Compatible with Windows® 7/Windows® 8/Windows® 10.
An Internet connection is required.
And at least 200MB of free hard disk space.

XPlease plug the keyboard into a USB port that is directly connected to the computer's motherboard. Avoid using a
USB hub, which may not supply sufficient power for the keyboard to function properly.

XAfter the software program is started up, all keyboard functions will be controlled by the program (only the functions
of Fn + F1 ~ F5 will be kept; other switching functions and lighting effects will become temporarily unavailable).

15 )" thermaltake
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Step 1:
Launch the setup executable file (.EXE) file and click Next.

Step 2:

Click Install to begin the setup process.

Bl Tt Premium X1 RGB v1.0.0 Setup - *

Welcome to Tt Premium X1 RGB
v1.0.0 Setup

Setup will guide you through the installation of Tt Premium %1
RGE v1.0.0,

Itis recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Mext to continue,

Bl Tt Premium X1 RGB v1.0.0 Setup

Choose Install Location

Choose the folder in which to install Tt Premium X1 RGE v1.0.0,

Setup will install Tt Premium X1 RGE v1.0.0in the following folder, To install in a different
folder, dick Browse and select another folder. Click Install to start the installation.

Destination Folder

k< \Program Files (x86) Tt 1RGE

Browse...

Space required: 49, 1IMB
Space available: 15.6GE

< Back

Install Cancel

17
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ENENER
Step 3:
Once setup is complete, you will also need to install the Microsoft Visual C++ 2015
Redistributable Package. Step 4:
X Without installing the Redistributable Package, the software will fail to launch. Click Finish to complete the installation.
i Bl Tt Premium X1 RGB v1.0.0 Setup —
8 Microsoft Visual C++ 2015 Redistributable (x86) - 14.0..  — X Completing Tt Premium X1 RGB
v1.0.0 Setup
M |CrDSth VISUE | C ++ 20 1 5 Tt Premium X1 RGE v1.0.0 has been installed on your
. . computer.
Redistributable (x86) - 14.0.23026 o
Click Finish to dose Setup.
]
MICR FT SRR R HERRSX []Run Tt Premium %1 RGE v1.0.0:

MICROSOFT VISUAL STUDIO 2015 Ji{f ~ VISUAL STUDIO SHELL Hl
C++ REDISTRIBUTABLE

AR FUHFS Miarosoft Corporation (Sl 8 54 v

MFHEIEIE R B IR (A)

=) RelFA(C)

< Badk Mext = Cance = DECK e

YY" thermaltake
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Switching the Home Page

You can switch the main keyboard configurations page with
the macro recording page.

Switching Profiles

The X1 RGB can support up to 6 profiles, which can be
switched as required.

Switching Configuration Pages

Switches between the configuration pages r single-
key operation and lighting effects.

Functions for Managing Profiles

Up to 15 profiles can be added for use. The functions of
each button from left to right are:

Add: Create a new profile.

Delete: Delete an existing profile.

Copy: Copy a profile.

Import: Import a profile.

Export: Export a profile.

[ 4 @
Correcting the Name of a Profile
The name of a new profile can be modified directly.

Restore Factory Settings / Customer Service Center /
Product Info / Close Window / Other Settings

Restore Factory Settings: All settings saved under Profiles 1 to 6 will be restored to
factory default values.

Customer Service Center: Opens the Global Customer Service Center page.

Close Window: Close the display and minimize the program to the lower right corner.
Other Settings: Software version, firmware version, and switching the language used
for the user interface.

" thermaltake

SELECT PROFILE
PROFILE 1 |Z|

IR |

PROFILE NAME
PROFILE 1

KEY ASSIGNMENT

Default

KEY RESET

Restore Keyboard Settings for All Keys / Apply

Assigning Key Functions
Eight different functions can be assigned.

20

Restore Keyboard Settings for All Keys: All key functions saved
under the current profile will be restored to factory default values.
Apply: Save and apply all settings to the selected key.

YY" thermaltake
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Step 1: Step 2:

Select a key, then select a "preset" function from the drop-down list. Click Apply to change and save the new function.

KEY ASSIGNMENT KEY ASSIGNMENT

Diafault Default
Default

Simgeeteey

Macro
Media
KEY RESET Key Function KEY RESET
Launch Application
Gaming Profile
Disable

YY" thermaltake
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Step 1: Step 2:

Select a key, then select "Single Key" from the drop-down list. Enter a new key value into the lower-right box.

CURRENT CURRENT
KEY ASSIGNMENT KEY ASSIGNMENT

Single Key Single Key

Macro
Media
KEY RESET Key Function KEY RESET
Launch Application
Gaming Profile
Disable

YY" thermaltake
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Step 4:
SteP 3: Based on the information and color displayed on the screen, you will be able to

Click Apply to change and save the new function. see if the new key setting is applied properly.

CURRENT CURREMNT
KEY ASSIGNMENT KEY ASSIGNMENT

Single Key Single Key

KEY RESET KEY RESET

YY" thermaltake
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Step 1: Step 2:

First, you must designate a key, then select "Macro" in the drop-down list. Select a macro from the upper-right.

ASSIGN MACRO AS5IGN MACRO

KEY ASSIGNMENT Default Macro KEY ASSIGNMENT Default Macro

Leee Macro D efatllll: Text
Default REFPEAT OFTION -

Eirgreriey Once Once
Macro

iiedia

KEY RESET Key Function KEY RESET
Launch Application
Gaming Profile
Disable

YY" thermaltake



2 Y" Macro Function |

Step 3: Step 4:
Select a macro playback mode from the drop-down list located in the

Click Apply to save the new function. Verify if the new key function is applied
lower-right corner.

properly by looking at the color displayed on the screen.

ASSIGN MACRO
KEY ASSIGNMENT Default Macro

ASSIGN MACRO

KEY ASSIGNMENT Default Macro
Macro

Macro
REPEAT OPTION REPEAT OFTION

Once

Once

Multiple Times

Press & Hold KEY RESET
Until Next Press

Once

KEY RESET

YY" thermaltake
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Step 1:

Select a key, then select "Multimedia" from the drop-down list.

KEY RESET

KEY ASSIGNMENT

Media

Default

Single Key

Media

REY FUNCOTN
Launch Application
Gaming Profile
Disable

Media Kev Function

Play/Pause

Step 2:

Select a multimedia function in the right drop-down list.

KEY ASSIGNMENT Media Kev Function

Media Play/Pause

Play/Pause
Stop
Previous Track
Next Track

KEY RESET Volume Up
Volume Down
Mute Mic

YY" thermaltake
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Step 3:

Click Apply to change and save the new function.

KEY ASSIGNMENT

Media

KEY RESET

Step 4:
Based on the information and color displayed on the screen, you will be able to
see if the new key setting is applied properly.

Media Kev Function KEY ASSIGNMENT Media Kev Function

Play/Pause Media Play/Pause

KEY RESET

YY" thermaltake
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Step 1:

Select a key, then select "Multifunction Key" from the drop-down list.

KEY RESET

KEY ASSIGNMENT

Key Function
Default

Single Key

Macro

Maria

Key Function
CAUnch Appicaton
Gaming Profile
Disable

SELECT FUNCTION

Windows Shortcuts

KEY FUNCTION

E-mail

]
]

Step 2:

Select a type of hotkey function in the upper-right drop-down list.

KEY RESET

KEY ASSIGNMENT

Key Function

SELECT FUNCTION

Windows Shoricuts

Windows Shortcuts
‘Common Shertcuts

E-mail

YY" thermaltake
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Step 4:

Step 3: Click Apply to save the new function. Verify if the new key function is applied

Select a hotkey function in the lower-right drop-down list. properly by looking at the color displayed on the screen.

SELECT FUNCTION SELECT FUNCTION
KEY ASSIGNMENT Windows Shortcuts KEY ASSIGNMENT Windows Shortcuts

Key Function Key Function

KEY FUNCTION KEY FUNCTION
E-mail
E-mail
Media Player
KEY RESET Calculator KEY RESET
Computer
Switch Applications
Lock Screan
Open Task Manager
Open Run Dialog
Minimize Window
Maximize Window

E-mail

YY" thermaltake




M)~ Launch Application Function

Step 1:

Select a key, then select "Launch Application" from the drop-down list.

KEY RESET

KEY ASSIGNMENT

Default

Diefault

Single Key

Macro

Media

Ry FUneaon
Launch Application
Caming.Rrafils

Disable

Step 2:

Select "Application" in the upper-right drop-down list.

SELECT FUNCTION
KEY ASSIGNMENT Application
Application

="

Launch Application E

KEY RESET SELECTFILE

YY" thermaltake
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Step 3: Step 4:
Click on the Open File button located on the bottom-right. Select the executable file (.EXE) to open.

63.0.3238.132

. SetupMetrics
=] chrome.VisualElementsManifest xml

) master_preferences

=] VisualElementshanifest.xml

SELECT FUNCTION = HRERE (@)
& public () ()~
GMMENT Application
E EEzE)

lication

BEEE0) |+

KEY RESET SELECT FILE

32 )" thermaltake
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Step 6:

Based on the information and color displayed on the screen, you will be able to

Step 5:

Click Apply to change and save the new function. see if the new key setting is applied properly.

SELECT FUNCTION SELECT FUNCTION
KEY ASSIGNMENT Application KEY ASSIGNMENT Application

Launch Application H Launch Application H

chrome.exe chrome.exe

KEY RESET SELECT FILE KEY RESET SELECT FILE

YY" thermaltake
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Step 1:

Select a key, then select "Launch Application" from the drop-down list.

Step 2:
Select "Web" in the upper-right drop-down list.

SELECT FUNCTION
KEY ASSIGNMENT

KEY ASSIGNMENT
Default
Default
Single Key
Macro
Media
KEY RESET | rey ruricior

Web
Launch Application E TABEEHN

KEY RESET

YY" thermaltake



M)~ Launch Application Function

Step 4:

Step 3: Click Apply to save the new function. Verify if the new key function is applied

Enter the URL into the textbox located on the bottom-right and press Enter. properly by looking at the color displayed on the screen.

SELECT FUNCTION SELECT FUNCTION
KEY ASSIGNMENT Web H KEY ASSIGNMENT Web EI

Launch Application E Launch Application H

W.google.com| www.google.com

KEY RESET KEY RESET

YY" thermaltake
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Step 1: Step 2:

Select a key, then select "Gaming Profile" from the drop-down list. Select a game title in the upper-right drop-down list.

SELECT GAME

Batilefield Hardline
Battlefield Hardline

Default Gaming Profile C5.GO
Diablo 111

Default

single Key DooM

Macro Dota 2

Media IE}eaguetoLLegends

- verwatc
KEYRESET KeyFuncton KEY RESET World of Warcraf
Tom Clancy’s The Division
Guild Wars 2

KEY ASSIGNMENT KEY ASSIGNMENT

YY" thermaltake




)~ Gaming Profile Function

Step 3:

In the lower-right drop-down list, select an in-game action.

KEY ASSIGNMENT

Gaming Profile

KEY RESET

SELECT GAME

Battlefield Hardline

GAME FUNCTION

Crouch (Hold)
Crouch (Hold)

Crouch (Toggle)
Cycle Fire Mode

Full Map

Interact / Enter Vehicle
Jump f Parachute  Analyze Target
Melee Aftack

Prone

Reload

Scoreboard

Step 4:
Click Apply to save the new function. Verify if the new key function is applied
properly by looking at the color displayed on the screen.

SELECT GAME
KEY ASSIGNMENT Battlefield Hardline

zaming Profile GAME FUNCTION
Crouch (Hold)

KEY RESET

YY" thermaltake
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Step 1:

Select a key, then select "Disable" from the drop-down list.

KEY RESET

KEY ASSIGNMENT

Default

Default

Single Key

Macro

Media

Key Function
Launch Application
Comina Doofila

Disable

Step 2:

Click Apply to save the new function. Verify if the new key function is applied

properly by looking at the color displayed on the screen.

KEY RESET

KEY ASSIGNMENT

Disable

YY" thermaltake
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New Macro / Delete / Copy / New Character Set /
Import / Export

New macro: Create a blank macro.

Delete: Delete a macro or character set.

Copy: Copy a macro or character set.

New Character Set: Create a blank character set.
Import: Import a macro or character set.

Export: Export a macro or character set.

Modifying the Name of a Macro

You can change the name of a new macro or character

set directly.

Macro Recording Settings

Record Delay Times: Record a macro based on the time interval
between each keystroke.

Fixed Delay: Record a macro based on the specified time interval.
No Delay: Record a macro without recording the time interval
between each keystroke.

@
Macro Recording Area

You can verify the sequence recorded by the macro and
the key assighment.

SELECT PROFILE
PROFILE 1

IR |

PROFILE NAME
PROFILE 1

Record / Delete / Insert / Pause / Edit

Record: Begin macro recording.

Delete: Delete the assigned value of a specific key.
Insert: Insert an additional value above or below the
existing value of a specific key.

Stop: End macro recording.

Edit: Edit the delay time of a specific key.

MACRO / TEXT NAME RECORD

Default Macro

NEW MACRO DELETE COPY

Up/ Down
NEW TEXT IMPORT EXPORT
[7] DELAY TIME AUTO-DETECTING
[¥ DEFAULT DELAY TIME 10

™ NoDELAY TIME

" thermaltake

Delay Time
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Step 1:

Add a new macro and modify its name.

WMACRO / TEXT NAME RECORD

Macro 1

NEW MACRO DELETE

NEW TEXT IMPORT

[ DELAY TIME AUTO-DETECTING

¥ DEFAULT DELAY TIME 1

7 NO DELAY TIME

42

Step 2:

Select the delay method used to record the macro by using the checkboxes below.

SELECT MACRO/TEXT
Macro 1 E|

Up/Down Delay Time 2ot e

NEW TEXT IMPORT

[ DELAY TIME AUTO-DETECTING

[ DEFAULT DELAY TIME 10

7 NO DELAY TIME

RECORD

Up/Down

Delay Time
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Step 3:

Press the Record button.

Macro 1

NEW MACRO DELETE

NEW TEXT IMPORT
[ DELAY TIME AUTO-DETECTING

¥ DEFAULT DELAY TIME 1

7 NO DELAY TIME

43

MACRO / TEXT NAME

RECORD

Up i Down

Step 4:

Enter the sequence to be recorded from the keyboard, then press the Stop

button to complete the recording.

SELECT MACRO/TEXT
Macro 1 E|

Delay Time NEW MACRO DELETE

NEW TEXT IMPORT

[ DELAY TIME AUTO-DETECTING
¥ DEFAULT DELAY TIME 10

7 No DELAY TIME

RECORD

Up / Down Delay Time
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Step 1: Step 2:

Select a macro by clicking on the key it is assigned to. Click the Insert button.

SELECT TEXT NAME
W [] Macro 1

NEW MACRO DELETE COPY

SELECT MACRO/ \ TEXT NAME
Mac ] Macro 1

NEW MACRO DELETE COPY

RECORD DELETE INSERT RECORD DELETE INSERT

EDIT EDIT

Delay Time Delay Time

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT
7] DELAY TIME AUTO-DETECTING [ DELAY TIME AUTO-DETECTING

[ DEFAULT DELAY TI [ DEFAULT DELAY TIME 10

7 NO DELAY TIME 7 No DELAY TIME

24 -
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Step 3: Step 4:

Select the position where new content is to be inserted. Press the Record button.

SELECT
M [

NEW MACRO DELETE

| ! TEXT NAME
Macro [] Macro 1

NEW MACRO DELETE COPY

RECORD DELETE RECORD DELETE

EDIT 71 AFTER 7] BEFORE EDIT 71 AFTER [7] BEFORE
Delay Time

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT

[ DELAY TIME AUTO-DETECTING [ DELAY TIME AUTO-DETECTING

7 DEFAULT DELAY TIME

™ DEFALLT DEL/

7 NO DELAY TIME

7 NO DELAY TIME

a5 -
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Step 5: Step 6:

Enter the sequence to be recorded from the keyboard. Click the Stop button to complete the insertion process.

SELECT 0/ TEXT NAME ! TEXT NAME
Macro 1 [] [] Macro 1

NEW MACRO DELETE COPY ay Ti NEW MACRO DELETE COPY Y Delay Time

RECORD DELETE RECORD DELETE

EDIT 71 AFTER [7] BEFORE [71 AFTER W] BEFOR!

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT EXPORT

7] DELAY TIME AUTO-DETECTING 7] DELAY TIME AUTO-DETECTING

[ DEFALLT DELAY TIME 10 MS [ DEFALLT DELAY TIME 10

™ no DELAY TIME M no DELA
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Step 1: Step 2:

Add a new character set and modify its name. Enter the values for the "Start Key" and "End Key" in the upper right corner.

SELECT A ITEX MACRO | TEXT NAME Start key SELECT MACRO / TEXT XT NAM Start key

Text 1 [] Text1 N Text1 ]

End key
NEW MACRO DELETE COPY NEW MACRO DELETE

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT

a7 -




M)~ Text Recording Function |

Step 3:

Click on the input box located at the bottom-right corner and enter the

Step 4:

Click the Save button to complete the recording of the character set.
characters to be recorded from the keyboard. P g

SELECT MACRO / TEXT MACRO / TEXT NAME
Text 1 [ Text1

SELECT MACRO / TEXT MACRO / TEXT NAME
Text1 [

NEW MACRO DELETE COoPY

NEW MACRO DELETE

NEW TEXT IMPORT EXPORT NEW TEXT IMPORT

28 -
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"W)" Lighting Page |

Switching Lighting Effects

A total of 12 lighting effects are supported: Static, Pulse, Wave, Spiral Rainbow, Spectrum Cycling, Reactive,
Flow, Ripple, Raindrop, Snake Marquee, Sound Control, and System Temperature.

Lighting Effects Configurations

Can be used to adjust the color, direction, speed, and brightness MM thermaltake

level of the lighting effect within an area; can also be used to switch
to random colors. SeLECT PROFILE

PROFILE 1

DLt

TT RGB Synchronized Lighting Effect

Once activated, it supports a synchronized lighting effect with
the TT liquid cooling kit.

EFFECT PATTERN

O wava

Apply / Restore Lighting Effect Settings

Apply: Apply the new lighting effect settings to all keys on the sreen cow e
keyboard. ——

Restore Lighting Effect Settings: All lighting effect settings saved
under the current profile will be restored to factory default
values.

LED RESET

50

Color Pattern Settings T
Add Pattern: Add a new pattern with red to black gradient.

Delete Pattern: Delete the currently selected color pattern. o O
Insert Color Point: Add a red color point to the color pattern. Color Wheel Settings

Delete Color Point: Delete the selected color point from the
color pattern.

You can select a color from the color wheel directly or enter
RGB color values to adjust the color of the lighting effect.

DEL STOP

)" thermaltake
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MY Static Mode |

Step 2:

Click on a color inside the color wheel or enter the RGB color values to change

Step 1:

Select "Static" in the Lighting Effect drop-down list. the color.

11- 554 E'
EEEE FEEE EEEE ERE ==
I3 1 5 5 E
ST T T T ) =T EEED

jjjjjjj:!:!:!ﬂ:l 0 ) 2
[ —

1 0 1 [ e v

EFFECT
Static
I CusSTOMIZED ZONES Ul 7 cusTOMIZED

® BRIGHT BRIGHTNESS LOW === BRIGHT

LED RESET APPLY LED RESET
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MY Static Mode |

Step 3:
Adjust the brightness level of the keyboard's backlight.

=]

CIEETE EI=EE] EEEE DDI ExEREER

318 3 ) | ) 3 5 A
E szijJijj_j_:le_j I3
TTTLLL ] o [l
[ ) [

EFFECT
Static
ZONES U [ cusTOMIZED

BRIGHTNESS ow ® BRIGHT

APPLY LED RESET

53

Step 4:
Click Apply to save the new settings.

" e &
= CEEE EEEE FEEE EE]E mmmen
I IV E B e [ E
ST T T T ) =T EEED

:Ijjjjj]jjjj:l @ _ (=]
I e I [ e

EFFECT
Static
ZONES Ul 7 cusTOMIZED

BRIGHTNESS oW W BRIGHT

APPLY LED RESET
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MY Static Mode |

Step 1:

Switch the area to "Customized."

EFFECT
Static
ZONES Cl OMIZED:

BRIGHTNESS B BRIGHT

LED RESET

54

Step 2:

Click on a color inside the color wheel or enter the RGB color values to set the color.

EFFECT

Static

ZONES 7] CUSTOMIZED

BRIGHTNESS B BRIGHT

LED RESET

YY" thermaltake




MY Static Mode |

IEENER
Step 3:
Click on the keyboard image directly with the left mouse button to change the
key color. Step 4:
XRight click to cancel the color. Click Apply to save the new settings.

EFFECT

Static Static

ZONES ZONES

BRIGHTNESS BRIGHTNESS

TT RGE SYNC

TT RGB SYNC

LED RESET LED RESET

55
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MY Pulse Mode|

Step 2:

Click on a color inside the color wheel or enter the RGB color values to change

Step 1:

Select "Pulse" in the Lighting Effect drop-down list. the color.

TTTTTTTTTTTTT—I T :
I ) o | I 9

B ]
L0 0
[ F |

[ |

FULL [T RANDOM
7] CUSTOMIZED

SLOV =— AGT

LED RESET 0000 LED RESET
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MY Pulse Mode|

Step 3:
Adjust the backlight speed.

n =
=) EEEE EEEE 2R s
3 3 Y 3 3 Y 3 3 2 2 3 3 )
EIERER R A

L ]
EJE L 4

[

71 FuLL 71 RANDOM

7] CUSTOMIZED

APPLY LED RESET

57

Step 4:
Click Apply to save the new settings.

=]

L o
= EEEE EEEE EEEEEEE] memme=
%ﬂj—'mﬂ—'ﬁﬂﬂﬂjjj—l EEEHRRE

APPLY LED RESET
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MY Pulse Mode|

Step 1: Step 2:

Switch the area to "Customized." Click on a color inside the color wheel or enter the RGB color values to set the color.

EFFECT EFFECT

Pulse Pulse

ZONES M Fu 71 RANDOM ZONES M Fu 7 RANDOM

TT RGB SYNC YES TT RGE SYNC

LED RESET 10000 LED RESET
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MY Pulse Mode|

IEENER
Step 3:
Click on the keyboard image directly with the left mouse button to change the
key color. Step 4:
XRight click to cancel the color. Click Apply to save the new settings.

7 RANDOM 7 RANDOM

LED RESET 0000 LED RESET
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)Y Wave Mode |

Step 1: Step 2:
Select "Wave" in the Lighting Effect drop-down list. Select a set of color patterns on the upper-right.

EFFECT PATTERN EFFECT PATTERN
Wave
STOPS CONTROL DIRECTION 7 RIGHT
7 cown
Gig SPEED SLOW =l FAST
—eee ' BRIGHT BRIGHTNESS LOW ——— BRIGHT

Raindrop
Snake Marquee

TTR c YES N TT RGB SYNC

LED RESET f0 LED RESET
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)Y Wave Mode |

Step 3:
Set the direction, speed, and brightness level of the lighting effect. Click Apply to save the new settings.

61

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

Step 4:

PATTERN EFFECT PATTERN

Wave

5 CONTROL DIRECTION UG STOPS CONTROL

ST SPEED

LOow —=— BRIGHT BRIGHTNESS LOw —=— BRIGHT

TT RGB SYNC

LED RESET aooo LED RESET # fi0000
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)Y Wave Mode |

Step 1:

Add a new set of color patterns.

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

62

PATTERN

UGHT

7 DowN

B BRIGHT

LED RESET

Step 2:

Add a new color-insertion point and drag it to the desired position.

EFFECT

ADD STOP DEL STOP

BRIGHTNESS

PATTERN

RIGHT STOPS CONTROL
W Down ]
| — AT ADD STOP

LOW —— RIGHT

LED RESET
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T Wave Mode

Step 3:

Click on each color-insertion point to modify its color.

63

EFFECT

Wave

DIRECTION

SPEED

BRIGHTNESS

UGHT

7 DowN

B BRIGHT

LED RESET

PATTERN

ADD STOP DEL STOP

COLOR CODE

Step 4:

Click Apply to save the new settings.

EFFECT

BRIGHTNESS

PATTERN

RIGHT 5 ONTROL
I DowN [
V| — FACT ADD STOP

LOW —— RIGHT

LED RESET
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"W)" Spiral Rainbow Mode |

Step 1: Step 2:

Select "Spiral Rainbow" in the Lighting Effect drop-down list. Select a set of color patterns on the upper-right.

EFFECT PATTERN EFFECT

Spiral Rainbow Spiral Rainbow

5 CONTROL DIRECTION

SPEED ST
B BRIGHT BRIGHTNESS —_— BRIGHT
Raindrop

\ake Marquee

TT RGB SYNC

LED RESET L LED RESET
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"W)" Spiral Rainbow Mode |

Step 3:

Set the direction, speed, and brightness level of the lighting effect.

65

EFFECT

Spiral Rainbow

DIRECTION

SPEED

BRIGHTNESS

Step 4:
Click Apply to save the new settings.

PATTERN EFFECT
Spiral Rainbow

5 CONTROL DIRECTION

SPEED

B BRIGHT| BRIGHTNESS —_—1 BRIGHT

TT RGB SYNC

LED RESET L LED RESET

PATTERN
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"W)" Spiral Rainbow Mode |

Step 1: Step 2:

Add a new set of color patterns. Add a new color-insertion point and drag it to the desired position.

EFFECT PATTERN EFFECT PATTERN
Spiral Rainbow Spiral Rainbow
DIRECTION 2| STOPS NTROL DIRECTION " STOPS CONTROL
(]
SPEED sLow =0 FAST ADD STOP DEL STOP SPEED SLOW = FAST ADD STOP DEL STOP

BRIGHTNESS —_—0 BRIGHT BRIGHTNESS LOW == BRIGHT

LED RESET LED RESET
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"W)" Spiral Rainbow Mode |

Step 3:

Click on each color-insertion point to modify its color.

67

EFFECT

Spiral Rainbow

DIRECTION

SPEED

BRIGHTMNESS

PATTERN

7] COUNTERCLOC
SLOV m—— AT

LOW — — 0 GHT

LED RESET

Step 4:
Click Apply to save the new settings.

EFFECT PATTERN

Spiral Rainbow [l I

DIRECTION M cLoc 5 STC ONTROL

7] COUNTERCLOCKWISE | | | |

DEL STOP SPEED sLow =8 FAST ADD STOP DEL STOP

BRIGHTNESS Low =8 BRIGHT

LED RESET
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M Spectrum Cycling Mode |

Step 1:

Select "Spectrum Cycling" in the Lighting Effect drop-down list.

68

LED RESET

Step 2:

Set the speed and brightness level of the backlight and click on Apply

to save the new settings.

EFFECT

Spectrum Cycling

SPEED

BRIGHTNESS

TT RGE SYNC

LED RESET
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MY Reactive Mode |

Step 2:

Click on a color inside the color wheel or enter the RGB color values to change

Step 1:

Select "Reactive" in the Lighting Effect drop-down list. the color.

EFFECT EFFECT
Reactive M

T FuLL C MIZ ZONES 7 FULL CUSTOMIZED

T RANDOM 7] RANDOM

LOW =t FAS P ——

Snake Marquee

LED RESET LULE LED RESET
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MY Reactive Mode |

Step 3: Step 4:
Adjust the backlight speed. Click Apply to save the new settings.

@

71 FuLL CUSTOMIZED Z( S 71 FULL CUSTOMIZED

71 RANDOM 7] RANDOM

SLOV — T SLOW

LED RESET 0000 LED RESET
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MY Reactive Mode |

Step 1: Step 2:

Switch the area to "Customized." Click on a color inside the color wheel or enter the RGB color values to set the color.

EFFECT EFFECT

Reactive E| Reactive E|

ZONES 7 FuLL M cu MIZ ZONES 7 FuLL
7 RANDOM 7 RANDOM

L0 D —— SLOW

LED RESET {0000 LED RESET
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MY Reactive Mode |

IEENER
Step 3:
Click on the keyboard image directly with the left mouse button to change the
key color. Step 4:
XRight click to cancel the color. Click Apply to save the new settings.

S E L R S ER R e

EFFECT EFFECT

Reactive E| Reactive E|

ZONES M FuLL CUSTOMIZ ZONES M FuLL [T CUSTOMIZED
71 RANDOM 7 RANDOM

L0 D —— T GLOW =—— 5T

LED RESET LED RESET
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)" Flow Mode |

IEENER
Step 2:
SteP 1: Click on a color inside the color wheel or enter the RGB color values to change
Select "Flow" in the Lighting Effect drop-down list. the color.

n
E EEEE EREEEEE ] EEE
-

20 3
EfaiL et i
S o ] -
L | o [__J

EFFECT
Flow

CUSTOMIZED ZONE
\ral Rainbow OV m— SPEED

yeling
B BRIGHT BRIGHTNESS ow =——0 BRIGHT

LED RESET 1000 LED RESET # 10000
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)" Flow Mode |

Step 3:

Set the speed and brightness level of the backlight.

EFFECT
Flow

ZONE

SPEED

BRIGHTNESS

74

TTTTTTTTTTTTT—I B
i
NS ST .y |
LILIL] O

71 FuLL I CUSTOMIZED
I ———

LOW — — R GHT

APPLY LED RESET

Step 4:
Click Apply to save the new settings.

"
il B B e EEEE B

7ﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬁ—7:_

B e
A e [ L

EFFECT

Flow E|

ZONE 71 FuLL 7] CUSTOMIZED

SPEED SLOVW =—— AGT

BRIGHTNESS Low =0 BRIGHT

APPLY LED RESET

YY" thermaltake




)" Flow Mode |

Step 1: Step 2:

Set the area to "Customized", then add a new set of color patterns. Add a new color-insertion point and drag it to the desired position.

EFFECT PATTERN EFFECT PATTERN
Flow E Flow E|

ZONE W FuLL C Z 5TC ONTROL ZONE M FuLL

SPEED SLOW 5 SPEED sLow

GHTNESS Low =————0 ERIG ADD STOP DEL STOP BRIGHTMESS Low =—m ER ADD STOP DEL STOP

LED RESET LED RESET
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)" Flow Mode |

Step 3: Step 4:

Click on each color-insertion point to modify its color. Click Apply to save the new settings.

PATTERN EFFECT PATTERN
Flow o .

ZONE W R Iz STC t Z0NE M Fu oMZ STOPS CONTROL

SPEED SLOW u u o SPEED SLOW [ [

BRIGHTNESS 4 d ADD STOP DEL STOP AGHTNESS ow i ADD STOP DEL STOP

LED RESET H0) LED RESET
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2M)" Ripple Mode |

IEENER
Step 2:
SteP 1: Click on a color inside the color wheel or enter the RGB color values to change
Select "Ripple" in the Lighting Effect drop-down list. the color.

n %
El ECEEE EREE EEEE EREE s
HNHHHHEEEEERE N HERHEER
T T T EEED
" __JJJ HEE
I ) ) ) |
:JWE:E:D:J DED :E

EFFECT

Ripple
7 FULL 7] CUSTOMIZED ZONE T Fu [ CUSTOMIZED
oW =— FAST SPEED SLOW B FAST

—=B BRIGHT BRIGHTNESS ow B BRIGHT

LED RESET 0000 LED RESET
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2M)" Ripple Mode |

Step 3: Step 4:
Set the speed and brightness level of the backlight. Click Apply to save the new settings.

n % n 3
El EEEE EEEE EEEE EEE e El EEEE EEEE EEEE EEE e
erﬂjﬂrﬁﬂﬂﬂ—‘ﬂﬂ—] TITITI rrrm er]jmjﬂrﬁﬂﬂﬂ—‘ﬂﬂ—] TITITI rrrm

HENE
:Ijjjjjjjjjj:
:l'—E:Ej:Jj DED l:[ S S —( T ] DED l:[

EFFECT EFFECT
Ripple E| Ripple E|
ZONE ™ FuLL [ CUSTOMIZED ZONE ™ FuLL [ CUSTOMIZED

SPEED sLow =0 FAST SPEED sLow =0 FAST

BRIGHTNESS Low =0 BRIGHT BRIGHTNESS Low =0 BRIGHT

APPLY LED RESET 0000 APPLY LED RESET
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2M)" Ripple Mode |

Step 1: Step 2:

Set the area to "Customized", then add a new set of color patterns. Add a new color-insertion point and drag it to the desired position.

EFFECT PATTERN EFFECT PATTERN
Ripple Ripple

ZONE M Fu 7 STOPS CONTROL ZONE

SPEED SLOW 5 SPEED

BRIGHTNESS oW 3RIGH ADD STOP DEL STOP BRIGHTNESS UGH ADD STOP DEL STOFP

LED RESET 0noo LED RESET
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2M)" Ripple Mode |

Step 3: Step 4:

Click on each color-insertion point to modify its color. Click Apply to save the new settings.

EFFECT PATTERN EFFECT PATTERN
Ripple Ripple I

ZONE MIZ STOPS CONTROL
SPEED u u SPEED g u L

BRIGHTNESS / d ADD STOP DEL STOP BRIGHTNESS ile ADD STOP DEL STOP

LED RESET il LED RESET

80 )" thermaltake




1" Raindrop Mode |

IEENER
Step 2:
SteP 1: Click on a color inside the color wheel or enter the RGB color values to change
Select "Raindrop" in the Lighting Effect drop-down list. the color.

SSPEEEEEN] . 3| [EEEE
ETEIL | 10 ] ) e

EFFECT

Raindrop
[ RANDOM ZONE ™ U [ RANDOM
SPEED

BRIGHTNESS

LED RESET A LED RESET

81 )" thermaltake




1" Raindrop Mode |

Step 3:
Set the speed and brightness level of the backlight.

EFFECT

Raindrop
ZONE

SPEED

BRIGHTNESS

82

APPLY

LED RESET

"
= EEEEEIII]jjijTﬁWAﬂmm

7] RANDOM

B FAST

B BRIGHT

Step 4:
Click Apply to save the new settings.

TTTTTTTTTTTTT_T

=] Ejjjjjjjjjjijﬁi
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EFFECT

Raindrop
ZONE T Fu [T RANDOM
SPEED SLOW B FAST

BRIGHTNESS ow W ERIGHT

APPLY LED RESET
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M) Snake Marquee Mode|

IEENER
Step 2:
SteP 1: Click on a color inside the color wheel or enter the RGB color values to change
Select “Snake Marquee" in the Lighting Effect drop-down list. the color.

EFFECT EFFECT

Snake Marquee Snake Marquee

ZONES
DIRECTION
LOW == rAS ED
QW =R BRIGHT BRIGHTNESS — BRIGHT

. 0o
System Temperature E|

LED RESET onao LED RESET
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M) Snake Marquee Mode|

Step 3:

Set the direction, speed, and brightness level of the lighting effect.

84

EFFECT

Snake Marquea
ZONES
DIRECTION
SPEED

BRIGHTNESS

7 RANDOM

W pown

W FAST

‘W BRIGHT)

LED RESET

Step 4:
Click Apply to save the new settings.

EFFECT

Snake Marquee
ZONES
DIRECTION
SPEED

BRIGHTNESS

7 RANDOM
W oown
B FAST

® GRIGHT

LED RESET
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)" Sound Control Mode|

Step 2:

SteP 1: Click on a color inside the color wheel or enter the RGB color values to change

Select "Sound Control" in the Lighting Effect drop-down list. the color of each row.

EFFECT EFFECT
Sound Control E|

P MODE 3 ™ MODE 1 P MODE 2 I MODE 3

ROW 4 .

TT RGB SYNC YES TTRGB SYNC

SysiEm TemperamnE

LED RESET LED RESET
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)" Sound Control Mode|

Step 3: Step 4:
Set the desired mode of lighting effects. Click Apply to save the new settings.

EFFECT EFFECT

Sound Control B Sound Control E|

7] MODE 1 W MODE 2 7] MODE 3 71 MODE 1 7] MODE 2 7 MODE 2

ROW 3 . R R ROW 3 .
ROW 4 . ROWS . ROW 6 ROW 4 . ROWS . ROW 6

TT RGB SYNC YES TT RGB SYNC

LED RESET LED RESET
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M) System Temperature Mode |

Step 1:

Select "System Temperature" in the Lighting Effect drop-down list.

TEMPERATURE 3

RATURE 5 TEMPERATURE 6

70°C

71 NO

LED RESET

87

Step 2:

Click Apply to save the new settings.

=5 =)

System Temperature E|

TEMPERATURE 1 TEMPERATURE 2
40°C . 46°C

TEMPERATURE 4 TEMPERATURE 5

. 64 °C

TEMPERATL
TEMPERATURE 6

70°C

[T NO

LED RESET
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M)" Settings Page|

o 0
Language Settings
Sets the language of the program's user

interface. e " thermaltake

LANGUAGE

English [

@
Official Website / Social Media

Official Website: Visit the X1 RGB Keyboard
official website. WY thermaltake f

Social Media: Visit Thermaltake on Facebook.

OFFICIAL WEBSITE / SOCIAL MEDIA

[
Software Version / Firmware Version
Software Version: Displays the version number of X1 APP Passw
the installed program. Enter four number

Firmware Version: Displays the version number of
the keyboard's driver.

([ @
X1 APP Password Setting

Enter four number or English alphabet.

XEmpty is disable function.
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2" APP Download

No SIM = 1:54 PM No SIM = 1:58 PM 3 84% @) O
v Friday 3 Q X1 rgb Step 2
M 9 & Enter "X1 RGB" into the
k VM;iIﬂ Calendar Photos Camera - sea rCh ba r.
T B o
o e v
ERS Clock Weat-t;er ® Step 3
Step 1 Tap to download.
. ~AAY] Open the App Store.

Stocks

) s ¢ s ® Q

MY thermaltake
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"“M)" APP Connecting|

No SIM = 2:05 PM 3 82% ==

=000

(ET Calendar Photos Camera

Step 2
Open X1 RGB Software and setting X1 App password.

—0 o
Step 1
Launch the X1 RGB app.

WY thermaltake
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"“M)" APP Connecting|

93

2:06 PM

WELLCOM TO TT RGB SYNC

TT RGB SYNC is the new way of combining your
computer with your smartphone. To start the
experience you must first scan your network and
connect to your host.

RESCAN

TT070010163
192.168.3.140
T814_BC120
192.168.3.150
DESKTOP-QVOESBD
192.168.3.197

192.0.0.0

I8

r@ L J
Step 3

Click to scan for devices.

Step 4

In order to establish a
connection, click on the IP
address of the computer
you wish to connect to.

XIf the IP address is not
found, please try again to
scan for your device.

In addition, please verify
that the keyboard software is
activated. If your device still
cannot be found, please

use the manual connection
method (described on the
next page).

4

2123

5:32 PM @ 7 3 61% @

TO TT RGB SYNC

Enter your password.

Z X ¢ V. b nm &

space return

e

Step 5
Enter X1 App password.
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94

2:06 PM

WELLCOM TO TT RGB SYNC

TT RGB SYNC is the new way of combining your
computer with your smartphone. To start the
experience you must first scan your network and

connect to your host.

RESCAN

TT070010163
192.168.3.140
T814_BC120
192.168.3.150
DESKTOP-QVOES5BD
192.168.3.197

E]E 192.0.0.0

Step 1

Enter the computer's
IP address.

o 0
Step 2
Click on the "Connect"
button.

CONNECTION GUIDE

Need help connecting to your computer?
Please make sure that the following
requirements are met:

-> Your computer and smartphone are
connected to the same network.

-> Host software and app must be installed
and running on PC and smartphone
respectively.

->Your firewall is set to allow access. Please
also allow the host software to initiate
connections.

It may take some time until your computer
is found.

Please be patient.

Connection Guide

X Before attempting to
establish a connection,
please read these
instructions carefully to
prevent problems when
searching for your device.
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"NY" Lighting Function |

95

Pulse

No SIM 7 ¢ 6:45 PM

— LIGHTING

.
EEREEEE
®:

SPEED

RANDOM

e

O ® OO0 O0OO0OO0OO0OO0OO0OO0O0

Step 1

Select the color you
wish to adjust or switch
to random color mode
(once activated, color
selection is no longer
available).

Step 2

Set the desired speed
to complete the
settings.

Switching Lighting
Effects

Slide left or right to switch
between different lighting
effects.

Wave

No SIM = 3

— LIGHTING

PATTERN

SPEED

BRIGHTNESS

O O0O®@O0OO0OO0OO0OO0OO0OO0OO0O0

e

—e

Step 1

Select from a list of
preconfigured color patterns
available in the program (the
number indicates the order).

Step 2
Select the direction
of running lights.

Step 3

Set the desired speed and
brightness level to
complete the settings.
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2 Y" Macro Function |

926

No SIM =

— LIGHTING

Y ' ’,
-@- LIGHTING
-
MACRO
VIRTUAL CONTROLLER
VOICE CONTROL

VIRTUAL KEYBOARD

LOGOUT

Step 1
Click to select the

menu in the upper-left
corner.

Step 2

Select "Macro”.

No SIM = 3

— MACRO

OO

e

Step 3

Select the key position for
adding a new macro.
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2 Y" Macro Function |

CANCEL

Default Macro

SLG

[elefele] ]

OTHERS

|

No SIM = 3

— MACRO

Step 4

Select a previously
recorded macro from the
program.

Default Macro

=

Step 5

Select the type of
game the macro will
be used for.

Step 6

Tap OK to complete
the settings.

Step 7

Tap on the button to
activate the macro.
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2 Y" Macro Function |

No SIM = 3

No SIM =
— MACRO — MACRO
L
Step 1 @
Default Macro Tap the icon located in Default Macro T o

< the upper-right corner
/‘ to enter editing mode.

Step 2
Tap the trash can icon to
delete the macro.

Step 3

Tap the confirmation
icon located in the
upper-right corner to
exit editing mode.
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929

No SIM =

— LIGHTING

Y ' ’,
-@- LIGHTING
-
MACRO
VIRTUAL CONTROLLER
VOICE CONTROL

VIRTUAL KEYBOARD

LOGOUT

Step 1

Click to select the
menu in the upper-
left corner.

o O
Default Settings
“L" and “R" keys on
the keyboard.

Step 2

Select

"Virtual Controller”.

— VIRTUAL CONTROLLER

L1

Default Settings

Up, Down, Left, and Right
keys on the keyboard.

o
Gaming Profile
A maximum of 10 profiles
Can be saved.
o

Default Settings
IIAII' IIBII, Ilel, and IIYII keys
on the keyboard.

Default Settings
“Enter" key on the keyboard.
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YY" Virtual Controller Function |

L J L J
Step 3 Step 4
Tap the icon located in the upper-right corner to enter editing mode. Tap the icon located in the lower-right corner to add new keys.

E VIRTUAL CONTROLLER K VIRTUAL CONTROLLER

L1
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Step 5
Select the design of the new key.

Cancel

Step 6

Once it's added, move the key to the desired position,

and modify its value and size.
(Resizable by using pinch-to-zoom).

VIRTUAL CONTROLLER
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® ® ¢
Step 7 Step 8

Once editing is complete, tap the confirmation icon in the upper-right

corner to confirm your settings and exit editing mode.

Select the key settings you want to edit.

VIRTUAL CONTROLLER VIRTUAL CONTROLLER

CANCEL OK
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MACRO

VIRTUAL CONTROLLER

VOICE CONTROL

VIRTUAL KEYBOARD

LOGOUT

Step 1
Click to select the menu
in the upper-left corner.

Step 2

Select "Voice Control”“.

No SIM =

You can say...

Flow
White Color
Fast
Turn on
Blue Color

Step 3

After tapping on the
microphone icon, the app
will begin to listen for voice
commands.

XPlease refer to the next

page for a list of voice
commands.
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MACRO

VIRTUAL CONTROLLER

VOICE CONTROL

VIRTUAL KEYBOARD

LOGOUT

No SIM = 5:38 PM

— VIRTUAL KEYBOARD

L J
Step 1
Click to select the menu in
the upper-left corner.

L J

Step 2
Select "Virtual Keyboard“.

@ 7 % 60% =

Step 3

Once the keyboard pops
up, press the keys in order
to perform remote control.
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Command (Chinese)

Command (English)

Description

Ae Red Color Change all LED color “Red”

Be Orange Color Change all LED color “Orange”

=B Yellow Color Change all LED color “Yellow”

e Green Color Change all LED color “Green”
Color mode BB Blue Color Change all LED color “Blue”

ALES Indigo Color Change all LED color “Indigo"

=68 Purple Color Change all LED color “Purple”

He White Color Change all LED color “White”

% Rainbow Default color

e Static Full Lighted mode

N 0K Pulse Pulse mode

BOR Wave Wave mode

JifE Spiral Spiral Rainbow Wave mode

&N Flow Flow mode, could not change color
Light mode ezt g Spectrum Cydling CRr(]iaE;]Zzecc(;clr;rm mode, could not

G Ripple Ripple mode

PR Raindrops Raindrops mode

fiafssy ) Snake Marquee Snake Marquee mode
2 & Reactive Reactive mode

105
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ENEEEE
Note Command (Chinese) Command (English) Description
R [E MR Extreme Light speed “Extreme”
RER Fast Light speed “Fast”
RENE Normal Light speed “Normal”
Light Speed
RE IS Slow Light speed “Slow”
R—24 Quickly Change the light speed quickly
& —%h Slowly Change the light speed slowly
Eahe) Turn Off Turn off all LED light
Switch e Turn On Turn on all LED light
#ER End Leave voice input
B Glaring Brightness 100%
Ye = bright Brightness 75%
Brightness =] dim Brightness 50%
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